
Table 4. Grading Reqirements for Dense Graded Material

Sieve Size
(Square Openings)

Design Range(a)

% Passing
Job Mix Tolerance

% Passing

Bases Subbases Bases Subbases

2 in. (50 mm) 100 100 –2 –3

11/2 in. (37.5 mm) 95-100 90-100 ±5 ±5
3/4 in. (19 mm) 70-92 — ±8 —
3/8 in. (9.5 mm) 50-70 — ±8 —

No. 4 (4.75 mm) 35-55 30-60 ±8 ±10

No. 30 (600 µm) 12-25 — ±5 —

No. 200 (75 µm) 0-8(b) 0-12(b) ±3 ±5

(a) Job mix formula should be selected with due regard to 
availability of materials in the area of the project. Job mix 
tolerances may permit acceptance of test results outside 
the design range.

(b) Determine by wet sieving. Where frost and free moisture 
are indicative of site conditions, a lower percentage passing 
the No. 200 (75 µm) sieve shall be specified.

Note: ASTM D 2940 corresponds closely to this National Stone 
Association developed specification. While local or state highway 
specifications may be substituted for the design ranges above, the 
fraction finer than the No. 200 (75 µm) sieve should be maintained.

WITH 90 DEGREE FACE

ALONG PERIMETER TURN UP
AGAINST CURB

GEOTEXTILE AS REQUIRED

WALK / GRASS

12" (300 MM) WIDE GEOTEXTILE

COMPACTED AGGREGATE BASE

CONCRETE CURB AND GUTTER
PER LOCAL STANDARDS

CONCRETE PAVER
3 1/8" (80 MM) MIN THICKNESS

1" TO 1 1/2"
(25-40 MM) BEDDING SAND

COMPACTED SOIL SUBGRADE
MIMIMUM 8-INCHES

MIMIMUM 8-INCHES

CONCRETE CURB AND GUTTER
WITH CONCRETE PAVERS

NOTE: DRAIN MAY BE NECESSARY IN SOIL SUBGRADE.

ON COMPACTED AGGREGATE BASE
STREET / PARKING LOT

VA
R

IE
S

CONCRETE PAVER
3 1/8" (80 MM) MIN THICKNESS

1" TO 1 1/2" (25-40 MM) BEDDING
SAND

COMPACTED AGGREGATE BASE

GEOTEXTILE AS REQUIRED

COMPACTED SOIL SUBGRADE

CONCRETE CURB AND FOUNDATION
PER LOCAL STANDARDS

12" (300 MM) WIDE GEOTEXTILE ALONG
PERIMETER TURN UP AT CURB

12" (300 MM) WIDE GEOTEXTILE ALONG
PERIMETER - TURN UP AT CURB
(DO NOT COVER TOP OF BASE)

MIMIMUM 8-INCHES

MIMIMUM 8-INCHES

2.
1.
NOTES:

DRAIN PIPES BELOW THE BASE MAY BE NECESSARY IN SLOW DRAINING SOIL SUBGRADE.
BASE THICKNESS VARIES WITH TRAFFIC, CLIMATE, AND SUBGRADE CONDITIONS.  COLDER
CLIMATES AND WEAK SOILS MAY REQUIRE THICKER BASES. CONSULT ICPI TECH SPEC
4 TO DETERMINE BASE THICKNESS.

FOR BASE MATERIALS, SUBGRADE SOIL AND BASE COMPACTION.
DO NOT COVER ENTIRE TOP OF AGGREGATE BASE WITH GEOTEXTILE.

CONSULT ICPI TECH SPEC 2 FOR GUIDELINES AND SPECIFICATIONS
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(DO NOT COVER TOP
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ADDENDUM NO. 1
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(3) 30 gal
Multi-trunk Ligustrum

30 gal (1)
Live Oak

15 gal (5)
Wax Myrtle

(3) 30 gal
Yaupon Holly

15 gal (3)
Wax Myrtle

(2) 30 gal
Yaupon Holly

(3) 30 gal
Multi-trunk Ligustrum

(3) 15 gal
Wax Myrtle

30 gal (3)
Live Oak

(2) 30 gal
Crape Myrtle

30 gal (1)
Crape Myrtle

3 gal (5)
Knockout Rose

(5) 3 gal
Knockout Rose

3 gal (5)
Knockout Rose

5 gal (23)
Dwarf Wax Myrtle

Existing Trees

Existing Trees

TREES BOTANICAL NAME / COMMON NAME CONT QTY

                 Ilex vomitoria / Yaupon Holly 30 gal 5

                 Lagerstroemia indica / Crape Myrtle 30 gal 3

                 Ligustrum japonicum / Multi-trunk Ligustrum 30 gal 6

                 Quercus virginiana / Live Oak 30 gal 4

SHRUBS BOTANICAL NAME / COMMON NAME SIZE QTY

                 Morella cerifera / Wax Myrtle 15 gal 11

                 Myrica cerifera `Pumila` / Dwarf Wax Myrtle 5 gal 23

                 Rosa x `Knockout` TM / Knockout Rose 3 gal 15

PLANT SCHEDULE

SETAICOSSA
CAPESREENG

La
ke

 C
ha

rlo
tte

 L
an

e 
- P

ar
ki

ng
 A

dd
iti

on

L1.01
Landscape Plan

Sheet:

Project #:
Date:
Drawn:
Checked:

Revisions:

A
SCALE: 1" = 10'
LANDSCAPE PLAN

03.13.17

M
U

D
 1

18

AutoCAD SHX Text
CopyRight, 2017

AutoCAD SHX Text
GreenScape Associates, LLC

AutoCAD SHX Text
All Rights Reserved

AutoCAD SHX Text
P.O. Box 751

AutoCAD SHX Text
Rosenberg, Texas 77471

AutoCAD SHX Text
tel:  281.341.9975.

AutoCAD SHX Text
fax:  281.341.5419

AutoCAD SHX Text
www.greenscapeassociates.com

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
Shrub Planting

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
Tree Planting

AutoCAD SHX Text
Existing Subgrade

AutoCAD SHX Text
Prepared Backfill Mix

AutoCAD SHX Text
C

AutoCAD SHX Text
B

AutoCAD SHX Text
2" Mulch

AutoCAD SHX Text
Prepared Compacted Backfill Mix

AutoCAD SHX Text
Existing Subgrade

AutoCAD SHX Text
3" Soil Saucer

AutoCAD SHX Text
2" Mulch

AutoCAD SHX Text
6.5' Metal T-Post Driven 3' into ground

AutoCAD SHX Text
Rubber Hose

AutoCAD SHX Text
Top of Rootball is

AutoCAD SHX Text
1"- 2" above finished grade.

AutoCAD SHX Text
Posts shall be vertical 

AutoCAD SHX Text
and parallel.

justin
Polygon

justin
Callout
Tree Screening

justin
Callout
Hedge Screening

justin
Polygon


